
FEATURES:

• Standard Warranty
• Completely Automatic
• Compact and Easy to Install
• Low Operating Costs
• Low Maintenace

BENEFITS:

• No taste or odor
• Eliminates microbiological

contaminants without chemicals
• Bacteria, viruses and other organisms

are destroyed safely inside a 
factory sealed and tested 
stainless steel chamber.

The ATS Ultraviolet, Drinking Water with Wiper Series,
is an effective way to provide safe, bacteria free water for
your home or office, 24 hours a day, 7 days a week. ATS’s
Ultraviolet Disinfection Systems are setting the standards

for water disinfection requirements in the water 
treatment industry.

OPTIONAL  ACCESSORIESOPTIONAL  ACCESSORIES

254M UV Monitor:

This UV Dosage metering device,
reads only the 254nm intensity 
output of the Ultraviolet Light within
the treatment chamber.

Solenoid:

This solenoid acts as a fail safe
shut-off valve. Providing extra
protection for the system.

and meets
WQA standards

All ATS Units are
Proudly Made:

in the 

U.S.A.
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Aqua Treatment Service, Inc
194 Hempt Rd, 

Mechanicsburg, PA 17050
800 . 224 . 7476   fax:  800 . 787 . 0197

www.aquat.com
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Parts Breakdown:

1. Wiper Arm
(handle)

2. Mounting Brackets

3. Quartz Sleeve

4. UV Lamp

5. Quartz Sleeve Wiper

6. Inlet

7. Site Port

8. Outlet

9. Control Box &
Power Cord
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220V Specs are available upon request

DWSW - 8

DWSW - 15

8 1 0.05 0.4 3/4” MIP 23” x 6” x 10” 304 SS 20 lbs.

15 1 0.07 0.6 3/4” MIP 36” x 6” x 10” 304 SS 28 lbs.
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